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LABORATORY TEST PRICE LIST:  JULY 2018 
      

TEST CATEGORY TEST METHOD PRICE VUV 

SOIL TESTING 
  

Moisture Content AS1289 2.1.1  1,500 

Atterberg Limits AS1289 3.1.1/3 6,000 

Linear Shrinkage, with Atterberg Limits AS1289 3.1.4 7,000 

Grading  +19mm to 75 micron AS1289 3.6.1 3,500 

Grading  -19mm to 75 micron AS1289 3.6.1 2,750 

Compaction : Standard AS1289 5.1.1 6,000 

Compaction : Modified AS1289 5.2.1 7,000 

CBR Soaked: standard compaction,4day 
soak 

AS1289 6.1.1 7,000 

  
  

PAVEMENT/EARTHWORKS TESTING 
  

Field density by Sand replacement AS1289 5.3.1 5,000 

Field density by Nuclear Densometer AS1289 5.8.1 3,750 

Hilf Rapid Compaction AS1289 5.7.1 4,000 

DCP testing/ per hour/per person 
 

3,500 

Site Visit Charge/ per hour to and from lab   3,500    

CONCRETE TESTING 
  

Site visit: sampling and slump testing, 
 

  

per hour to and from laboratory 
 

3,500 

pick up concrete cylinders from site/per hr 
 

3,500 

Standby Time per hour/per person 
 

3,500 

Slump Testing on site AS1012 3.1 750 

Making Concrete Cylinders on  site AS1012 8.1 750 

Mass per unit volume: harden concrete AS1012 12.1 500 

Crushing Concrete Cylinders/per cylinder AS1012 9 2,000    

HOLLOW BLOCK TESTING 
  

Crushing Hollow blocks ASTM C-140 2,000    

AGGREGATE TESTING 
  

Grading: dry, unwashed AS1141 .11 2,500 

Grading: Washed AS114.12 2,750 
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Bulk Density: Uncomp & compacted  AS1141.4 4,000 

Particle Density and Water Absorption : Fine AS1141. 5 4,000 

Particle Density and Water Absorption : 
Coarse 

AS1141. 5 4,000 

Flakiness Index AS1141.15 3,000 

Average least Dimension AS1141.20 3,000 

Wet/dry Strength AS1141.22 5,500 

Particle Shape AS1141.14 3,000 

Los Angles Abrasion AS1141.23 4,500 

Aggregate crushing Value AS1141.21 4,500 

  
  

 


